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Main specif icat ions

Mount ing Cei l ing

r ecessed

Environment Indoor  dr y

location

Light  source t ype LED

Light  source replaceable Replaceable

(LED on ly) l ight

sour ce by a

pr ofessional

LED t ype LED ar r ay

Lamp category LED

Ilcos No

Bulb & LED Clear

Dimmable Yes

Autoprotected Lamp No

Number of  heads 1

Source Power (W) 9.2W

System Power (W) 9.2

Source Flux (lm) 908

System Flux (lm) 688

Ef �cacy (lm/W) 74

Opt ical

Light ing Type Dir ect

Light ing d ist ribut ion Sym m etr ic

CCT  (K) 2700K

CRI> 90

McAdam Steps 3

Lif espan > 50.000h (Tc=85ºC) L80B50

Cold Beam Light ing No

Beam angle C0-180 (º ) 50

Beam angle C90-270 (º ) 50

UGRL 18

Elect rical

Insulat ion class I I I

Frequency (Hz ) 0

Main Volt age (Vac) 18

Forward Volt age (V) 18.2

LED current  (mA) 500

Driver Rem ote

excluded

Dimmable Yes

Dimmable t ype Non Dim m able,

Dim m able DALI

2, Dim m able 0-

10V, Dim m able

Casam bi ,

Dim m able 1-

10V, Dim m able

DALI 1, Mains

Cut Dim m ing

Power supply replaceable Replaceable

contr ol  gear  by

a pr ofessional

Emergency Type No

Physical

Colour White

Trim No

Orientat ions Fixed

Recessed depth (mm) 91

Spot  d iameter (mm) 74

Net  weight  (Kg) 0.24

Gross weight  (Kg) 0.53

IP 20

IP external 54

Not e

Di ffusing lens included.

Kap Ø 80 Fixed Opt ic Flood

 03.4533.B1 - White

 

Designed by Flos Ar ch i tectur al  

Recessed lum inai r e wi th  LED l ight sour ce. Power  supply not included. Di ffusing lens included.
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Kap Ø 80 Fixed Opt ic Flood

Cont inuous current  power supply,

1-10V, regulable Mains, leading &

t railing edge 220/240V - 50/60Hz ,

500mA - 10W 

60.9411

Installat ion f rame No Trim 

08.9102.00

Cont inuous current  power supply

of  10-20W, 110/240V - 50/60Hz

with power current  selected

through adjustable 250 mA - 10W /

350 mA - 15W /400 mA - 17W /450

mA - 19W /500/550/600/700 mA -

20W, Dali 1 swit ch. 

60.8847

Cont inuous current  power supply,

dimmable Casambi 220/240V-

50/60Hz , 300mA-16W / 350mA-

18,5W / 400mA-21,5W / 450mA-

24W / 500mA-27W / 600mA-32W /

650mA-35W / 700mA-36W

/750/800/900/1000/1050mA - 38W 

60.9207

Non dimmable cont inuous current

power supply of  220/240V -

50/60Hz  with power current

selected through adjustable with

swit ch 200 mA - 8,5W / 300 mA -

13W / 350 mA - 15W / 400 mA -

17,5W / 450 mA - 19,5W / 500 mA -

22W 

60.9160

Cont inuous current  power supply

of  12-20W, 110/240V - 50/60Hz

with power current  selected

through adjustable 350mA - 17W /

400mA - 19W / 450 / 550 / 600 /

700mA - 20W regulable Dali 1 y Dali

2 

60.9222
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Cont inuous current  power supply

of  13-20W, 110/240V - 50/60Hz

with power current  selected

through adjustable 300 mA - 15W /

350 mA - 18W /

400/450/500/550/600/

650/700/750/800/850/900 mA -

15W. swit ch. 0/1-10V or push

dimming

60.9188
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