
13COMMUTATORI A CAMME  /  CAM SWITCHES

Serie cS 16/315a I cS Series 16/315a
commutatori di linea
changeover switches

Manopola lucchettabile, fissaggio retroquadro, prot. frontale IP54 I Interlock knob, front mounting IP54 front protection 

 Corrente nom.  Dimensioni Unipolare 1 elemento Bipolare 2 elementi Tripolare 3 elementi Quadripolare 4 elementi
 Nominal current Dimensions 1 pole 1 element 2 poles 2 elements 3 poles 3 elements 4 poles 4 elements
 AC-21A (A)  mm x mm 

 16 48 Cs16-05R-48s Cs16-06R-48s Cs16-07R-48s Cs16-45R-48s
 25 54 Cs20-05R-54s Cs20-06R-54s Cs20-07R-54s Cs20-45R-54s
 25 72 Cs20-05R-72s Cs20-06R-72s Cs20-07R-72s Cs20-45R-72s
 25 72 Cs25-05R-72s Cs25-06R-72s Cs25-07R-72s Cs25-45R-72s
 32 72 Cs32-05R-72s Cs32-06R-72s Cs32-07R-72s Cs32-45R-72s
 50 105 Cs50-05R-105s Cs50-06R-105s Cs50-07R-105s Cs50-45R-105s
 75 105 Cs80-05R-105s Cs80-06R-105s Cs80-07R-105s Cs80-45R-105s
 120 130 – Cs125-06R-130s Cs125-07R-130s Cs125-45R-130s
 200 130 – – Cs250-07R-130s Cs250-45R-130s
 250 130 – – Cs400-07R-130s Cs400-45R-130s
 315 130 – – Cs630-07R-130s Cs630-45R-130s

Manopola standard, fissaggio retroquadro, prot. frontale IP40 I Standard knob, front mounting, IP40 front protection 

16...200A 250...315A

 Corrente nom.  Dimensioni Tripolare 3 elementi Quadripolare 4 elementi
 Nominal current Dimensions 3 poles 3 elements 4 poles 4 elements
 AC-21A (A)  mm x mm 

 25 72 Cs20-07R-72NL Cs20-45R-72NL
 25 72 Cs25-07R-72NL Cs25-45R-72NL
 32 72 Cs32-07R-72NL Cs32-45R-72NL
 50 105 Cs50-07R-105NL Cs50-45R-105NL
 75 105 Cs80-07R-105NL Cs80-45R-105NL
 120 130 Cs125-07R-130NL Cs125-45R-130NL
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