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INDOOR & OUTDOOR LED 

SCHEDA TECNICA / DATA SHEET 
Code 241 

 

                         

 
 

Description incasso LED per installazione a parete / recessed LED fitting for wall-mounted installation  

Corpo/Body: in alluminio bianco / in white aluminium 

Controcassa/ Housing: 
in alluminio inclusa, compatibile con scatola 503 (solo per mercato italiano) / in aluminium included, suitable for 503 box 
(only for Italian market) 

Diffusore / Diffuser: in vetro satinato temperato e serigrafato grigio / satin-finished tempered glass diffuser and grey serigraphy 

Sorgente / Source  

LED: OSRAM 

Cablaggio/Wiring: alimentatore 220-240V - 50/60Hz incluso / 220-240V - 50/60Hz power supply included 

Cavo / Cable: H05RN-F 3x1mm2 50cm 

Dati prestazionali / Performance information 

Life time: 50.000 ore (rendimento 70%) / 50.000h (70% lumen maintenance). 

IP level: IP65 

Insulation class: I 

Marchi e garanzie / Marks and warranty 

Norme/Norms: EN60598-1 

Marchio/Marks: CE 

Garanzia/Warranty: nei termini di legge / in terms of law 

 
Dati fotometrici 241/3K 241/4K 
   
CCT 3000K 4000K 

Potenza totale / Total power 2.7W 2.7W 

Lumen nominali / Nominal lumen 180lm 200lm 

Apertura fascio / Beam angle -- -- 

 
Disegno tecnico Immagine prodotto 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Accessorio per installazione a parete. Corpo in alluminio pressofuso 

verniciato bianco, grigio o antracite. 
Apparecchio LED 241 da ordinare separatamente. 

Accessory for wall installation. White, grey or anthracite painted 
die-cast aluminium body. 

LED fitting 241 to be ordered separately. 
KIT/241/BI 

KIT/241/GR 
KIT/241/NA 


