
Incasso LED per installazione nel 
controsoffitto.

Recessed LED fitting for false ceiling 
installation.

Appareil à encastrer LED pour installa-
tion dans faux-plafond.

LED-Einbau für abgehängte Deckeninstal-
lation.

LED 2835 2835 LED. LED 2835 2835 LED.

Life time 30.000h (rendimento 70%). Life time 30.000h (70% lumen maintenance). Durée de vie 30.000h (rendement 70%). Lebensdauer 30.000h. (Lichtstrom 70%).

Corpo in alluminio pressofuso verniciato 
bianco opaco.

Body in white-embossed painted aluminium. Corps en fonderie d’aluminium peint 
blanc.

Gehäuse aus weiss Aluminium-Druckguss.

Diffusore opale. Opal diffuser. Diffuseur opal. Opaldiffusor.

Alimentatore 220-240V - 50/60Hz incluso. 220-240V - 50/60Hz power supply included. Alimentation 220-240V – 50/60Hz incluse. Netzgerät 220-240V 50/60Hz enthalten.

E26 DUAL

Versioni prodotto disponibili su richiesta — Product versions available upon request - Versions du produit disponibles sur demande — Produktversion auf Anfrage erhältlich

Code Descrizione Description Description Beschreibung

E26/D/1 Con driver ON-OFF Made in Italy With Made in Italy ON-OFF driver Avec alimentation ON-OFF Made in Italy Mit Driver ON-OFF Made in Italy

E26/D/2 Con driver PUSH/DIM 1-10V Made in Italy With Made in Italy PUSH/DIM 1-10V driver Avec alimentation PUSH/DIM 1-10V Made in Italy Mit Driver PUSH/DIM 1-10V Made in Italy        *

E26/D/3 Con driver DALI Made in Italy With Made in Italy DALI driver Avec alimentation DALI Made in Italy Mit Driver DALI Made in Italy

* Non controllare più di 4 dispositivi con un singolo pulsante N.A — Not control more than 4 devices using a single PUSH botton

Kit emergenza disponibile su richiesta — Emergency kit available upon request - Kit éclairage secouru disponible sur demande - Notfall Kit auf Anfrage e rhältlich.

Code Descrizione Description Description Beschreibung

KIT EM/LED/1H Kit emergenza per LED 1 ora - Batt.7.2V - 1.5Ah Emergency kit for LED 1 hour - Batt.7.2V - 1.5Ah Kit éclairage secouru pour LED 1 heure - Batt.7.2V - 1.5Ah Notfall Kit für LED 1 Stunde - Batt.7.2V - 1.5Ah

KIT EM/LED/3H Kit emergenza per LED 3 ore - Batt.7.2V - 4Ah Emergency kit for LED 3 hours - Batt.7.2V - 4Ah Kit éclairage secouru pour LED 3 heures - Batt.7.2V - 4Ah Notfall Kit für LED 3 Stunden - Batt.7.2V - 4Ah
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DRIVER
INCLUDED

IP20

IP44205 mm 110°

Code Nominal/lm Real/lm LED/W System/W CCT Driver

E26/D 2300-2400 1780-1880 18.5 22 3000K-4000K on-off

CRI
>80

Selettore per la temperatura di colore 3000K/4000K posizionato sulla parte posteriore del corpo.

Color temperature selector 3000K/4000K on the back of the body.

Sélecteur de température de couleur 3000K/4000K positionné sur le dos du produit.

Vorrichtung zur Auswahl der Farbtemperatur 3000K/4000K auf der Rückseite der Leuchte.
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