
Plafoniera LED per installazione a 
soffitto o a parete.

LED fitting for ceiling or wall mounted 
installation.

Plafonnier LED pour installation au 
plafond ou au mur. LED Decken- Wandleuchten.

LED HONGLI 2835 2835 HONGLI LED. LED HONGLI 2835 2835 HONGLI LED.

Life time 50.000h (rendimento 70%). Life time 50.000h (70% lumen maintenance). Durée de vie 50.000h (rendement 70%). Lebensdauer 50.000h (Lichtstrom 70%).

Corpo in policarbonato colore grigio. Gray polycarbonate body. Corps en polycarbonate gris. Grauer Polykarbonatkörper.

Diffusore in policarbonato opale. Opal polycarbonate diffuser. Diffuseur en polycarbonate opale. Opal-Polykarbonat Diffuser.

Alimentatore 220-240V - 50/60Hz incluso. 220-240V - 50/60Hz power supply included. Alimentation 220-240V – 50/60Hz incluse. Netzgerät 220-240V – 50/60Hz enthalten.

Nobile Italia Spa
Viale Alexandre Gustave Eiffel, 100 isola P 21-24 - 00148 Roma, Italia - Tel. +39 06 65002524 r.a. - Fax +39 06 65002861 - info@nobile.it
Legal head office: Piazza di Spagna, 62 - 00187 Roma, Italia
Export Sales Department: Via Lavoratori Autobianchi, 1 20832 Desio (MB), Italia - Tel./Fax +39 03 62 17 90 030 - export.dpt@nobile.it Rev.00 09/2017

PLO21

Code Nominal lumen W CCT Beam

PLO21/3K 1600 15 3000K 120°

PLO21/4K 1600 15 4000K 120°
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